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Version: V5.71 (08
th

 of April, 2008) 

 

New Features: 

- UPnP duration added. 

 

Improvements: 

- Removed DNS setttings on PPP multiple sessions page, only first session kept. 

- Support for NAT-T: draft-ietf-ipsec-udp-encaps-01 & 02 

- Annex A DMT code changed to E67.2.83. 

- ENUM anyway enabled. 

- Improved the remote access feature, this will be updated automatically when LAN IP 

changes. 

- Wireless driver version updated to 1.1.3.0. 

- New VoIP Service Providers added to Wizard list. (Adam, Pennytel, iiNET) 

 

Bugs Fixed: 

- Fixed VoIP garbled call issue. 

- Fixed the bug whereby device will send the wrong UDP port when User Domain is IP and 

port = 5060. 

- Fixed the bug whereby large packets can’t be pinged via PPTP tunnel. 

- Corrected word "always" on remote access web page. 

- Fixed the bug whereby Static ARP doesn’t work. 

- Fixed the bug whereby remote access cannot work after changing management port 

followed by save configuration and reboot. 

- Fixed the bug whereby UPnP cannot be closed. 

- Fixed the bug whereby UPnP cannot display correct information when WAN type is 

Multiple Session. 

- Fixed the bug whereby remote access via L2TP tunnel doesn’t work. 

- Fixed the bug whereby rule name of Virtual Server cannot contain character “+”. 

- Fixed bug whereby UPnP function may cause system crash. 

- Fixed bug whereby SIP ALG never parses/translated PING reg. 

- Corrected day lighting saving settings for Australia. 

 

Known Issues: 

- Some may experience reboot on PC startup 


